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CompAir Modular Desiccant Dryer - Technical Data

Model
Capacity Max  

Pressure
Pressure 

Dew Point
Air in/out 

connection
Power 
Supply Dimensions [mm] Weight Desiccant 

per tower

[m3/min] [m3/h] [SCFM] [bar g] [psig] [°C] [BSP (in)] [V/Ph/Hz] [W] [D] [H] [kg] [kg]
AX1M -40°C 0.08 5 3 14 203 -40 3/8" 230/1/50-60 238 212 423 11 0.7
AX3M -40°C 0.25 15 9 14 203 -40 3/8" 230/1/50-60 238 212 823 18 2.2
AX4M -40°C 0.42 25 15 14 203 -40 3/8" 230/1/50-60 238 212 1073 27 3.0
AX7M -40°C 0.67 40 24 14 203 -40 3/4" 230/1/50-60 475 405 968 44 6.4
AX9M -40°C 0.92 55 32 14 203 -40 3/4" 230/1/50-60 475 405 1118 50 8.4

AX12M -40°C 1.17 70 41 14 203 -40 3/4" 230/1/50-60 475 405 1318 60 10.9
AX17M -40°C 1.67 100 59 14 203 -40 1" 230/1/50-60 475 405 1673 73 15.4
AX25M -40°C 2.50 150 88 14 203 -40 1" 230/1/50-60 475 405 1873 90 18.0
AX33M -40°C 3.33 200 118 14 203 -40 1 1/2" 230/1/50-60 536 495 1705 177 30.8
AX42M -40°C 4.17 250 147 14 203 -40 1 1/2" 230/1/50-60 536 495 1905 180 35.9
AX50M -40°C 5.00 300 177 14 203 -40 1 1/2" 230/1/50-60 536 495 1905 188 35.9

Model
Capacity Max  

Pressure
Pressure 

Dew Point
Air in/out 

connection
Power 
Supply Dimensions [mm] Weight Desiccant 

per tower

[m3/min] [m3/h] [SCFM] [bar g] [psig] [°C] [BSP (in)] [V/Ph/Hz] [W] [D] [H] [kg] [kg]
AX7M -40°C DS 0.67 40 24 14 203 -40 3/4" 230/1/50-60 475 405 968 44 6.4
AX9M -40°C DS 0.92 55 32 14 203 -40 3/4" 230/1/50-60 475 405 1118 50 8.4

AX12M -40°C DS 1.17 70 41 14 203 -40 3/4" 230/1/50-60 475 405 1318 60 10.9
AX17M -40°C DS 1.67 100 59 14 203 -40 1" 230/1/50-60 475 405 1673 73 15.4
AX25M -40°C DS 2.50 150 88 14 203 -40 1" 230/1/50-60 475 405 1873 90 18.0
AX33M -40°C DS 3.33 200 118 14 203 -40 1 1/2" 230/1/50-60 536 495 1705 177 30.8
AX42M -40°C DS 4.17 250 147 14 203 -40 1 1/2" 230/1/50-60 536 495 1905 180 35.9
AX50M -40°C DS 5.00 300 177 14 203 -40 1 1/2" 230/1/50-60 536 495 1905 188 35.9

Model
Capacity Max  

Pressure
Pressure 

Dew Point
Air in/out 

connection
Power 
Supply Dimensions [mm] Weight Desiccant 

per tower

[m3/min] [m3/h] [SCFM] [bar g] [psig] [°C] [BSP (in)] [V/Ph/Hz] [W] [D] [H] [kg] [kg]
AX7M -70°C 0.53 32 19 14 203 -70 3/4" 230/1/50-60 475 405 968 44 6.4
AX9M -70°C 0.73 44 26 14 203 -70 3/4" 230/1/50-60 475 405 1118 50 8.4
AX12M -70°C 0.93 56 33 14 203 -70 3/4" 230/1/50-60 475 405 1318 60 10.9
AX17M -70°C 1.33 80 47 14 203 -70 1" 230/1/50-60 475 405 1673 73 15.4
AX25M -70°C 2.00 120 71 14 203 -70 1" 230/1/50-60 475 405 1873 90 18.0
AX33M -70°C 2.67 160 94 14 203 -70 1 1/2" 230/1/50-60 536 495 1705 177 30.8
AX42M -70°C 3.33 200 118 14 203 -70 1 1/2" 230/1/50-60 536 495 1905 180 35.9
AX50M -70°C 4.00 240 142 14 203 -70 1 1/2" 230/1/50-60 536 495 1905 188 35.9

Inlet Air Pressure
bar g 4 5 6 7 8 9 10 11 12 13 14

In
le

t A
ir 

Te
m

pe
ra

tu
re 35°C 0.63 0.75 0.88 1.00 1.14 1.25 1.37 1.49 1.64 1.75 1.89

40°C 0.55 0.66 0.77 0.88 1.00 1.00 1.20 1.32 1.43 1.54 1.64
45°C 0.45 0.54 0.63 0.72 0.81 0.90 1.00 1.08 1.18 1.27 1.35
50°C 0.32 0.39 0.45 0.52 0.58 0.65 0.71 0.78 0.85 0.91 0.97

Inlet Air Pressure
psi g 58 73 87 102 116 131 145 160 174 189 203

In
le

t A
ir 

Te
m

pe
ra

tu
re 95°F 0.63 0.75 0.88 1.00 1.14 1.25 1.37 1.49 1.64 1.75 1.89

104°F 0.55 0.66 0.77 0.88 1.00 1.00 1.20 1.32 1.43 1.54 1.64
113°F 0.45 0.54 0.63 0.72 0.81 0.90 1.00 1.08 1.18 1.27 1.35
122°F 0.32 0.39 0.45 0.52 0.58 0.65 0.71 0.78 0.85 0.91 0.97

AX1M -40°C to AX50M -40°C Series

AX7M -40°C DS to AX50M -40°C DS Series

AX7M -70°C to AX50M -70°C Series

Correction Factors

Prefilters and Postfilter are supplied as standard on Modular Dryers.

Prefilter
Particle removal down to 0.01 micron
• Including water and oil aerosols
• Maximum remaining oil aerosol content of 0.01 mg/m3 @ 21°C

Postfilter
Particle removal down to 0.1 micron
• Including coalesced liquid, water and oil
• �Maximum remaining oil aerosol content of 0.03 mg/m3 @ 21°C
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Standard features include: 
• High Efficiency Pre Filter and Dust Filters

• �IP54 electrical enclosure

• �Digital controller

• �Tower pressure gauges

• �Colour change moisture indicator

Optional features include:
• �Energy Management System (EMS) with dew point display

• �Fail-to-Shift alarm - Monitors the dryer sequencing
functions to ensure proper dryer operation by
sensing the pressure in each tower, sending
an alarm in case of anomalies. This option is
available from models 1000m3/h and above

• �IP65 electrical rating plus stainless steel control box

• �4-20 mA signal (requires EMS) is available should
you need to get 4-20mA to your SCADA system

• �Different tower vessels design code

• �Stainless steel control air tubing

• �Filter monitoring - Differential pressure switches
installed on filter monitor performance. Display
options include analog and digital

• �-70˚C pressure dew point

• �No air loss drain for filters with alarm

• �Marine paint

…full options list available

Technical Data

Model Connection size
Capacity Weight

Dimensions
[mm]

[m3/hr] [m3/min] [kg] Length Width Height
AX67TF 1 ½'' 400 6.7 285 2160 825 530
AX83TF 1 ½'' 500 8.3 400 2380 796 550
AX125TF 2'' 750 12.5 520 2117 970 620
AX150TF 2'' 900 15.0 700 2305 970 620
AX167TL 2'' 1000 16.7 828 2131 1440 1035
AX267TL 3'' 1600 26.7 1440 2185 1928 1460
AX333TL 3'' 2000 33.3 1500 2185 1928 1460
AX417TL DN100 PN16 2500 41.7 1800 2041 1982 1530
AX550TL DN100 PN16 3300 55.0 2300 2349 2132 1652
AX767TL DN100 PN16 4600 76.7 2654 2349 2132 1652
AX933TL DN150 PN16 5600 93.3 2950 2535 2438 1791
AX1133TL DN150 PN16 6800 113.3 3360 2535 2438 1791
AX1417TL DN150 PN16 8500 141.7 4400 2344 2677 1945

AX_T-Series




